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Bi-Stable Relay Technical Data

-40 C to +85°C
-4(°PF to +185°F
50,000 ft.

Temperature range:

Max. Altitude rating:

Seal: IP67: IEC 60529
Shock: 6g, 11ms, Saw Tooth
Vibration:

49 - 10Hz-2000HZz

Electrical Characteristics

Min. Insulation Resistance: 100 MQ
Dielectric withstanding voltage: 1050 V /1 min.
Max. Contact drop, initial: 150 mV
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SAE J1455, Appendix A Cat. 2,

(CTQ <0.0009 VDC @ 1AMP, MAX)

Duty rating, Continuous: 200 A
Rated Contact Load 24/28 VDC

Resistive load:
Inductive load:

50,000 cycles 200 A
10,000 cycles 100 A

Motor load: 50,000 cycles 200 A
Bounce: <5ms
Break: <5ms

Coil Data 24/28 VDC

Nominal voltage: 24/28 VDC
Voltage range: 18-32 VDC
(CTQ @ 14VDC)

Pull "CLOSE" coll resistance:
Pull "OPEN" coil resistance:
*Minimum Pulse Length:
*Maximum Pulse Length:
*Max. operations per minute:

7.3 Q, + 10% 85-86a
8.4 Q, + 10% 85-86Db
100ms*

6 (Pulse < 0.4sec)*

SHALLCO INC.

2.5 sec. (single operation per minute)*
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