SHALLCO SERIES 26
Part Number: 76208D

General:

Meets requirements for 1 - 25 ampere switching of resistive loads
to .75 power factor at voltages to 600 V AC and 250 V DC resistive

loads

Electrical: “ “
. 5
® [}

Ratings:
25A/120 VAC
15A/600 VAC
20A/600 VAC (RESISTIVE)
3A/125VDC
1A/250 VDC

* Current carrying capacity: 30 amperes

* Dielectric Withstanding Voltage: 2200 Vrms

* Contact Resistance: Initial, 10 milliohms max.

* Insulation Resistance: 100 Megohms min., initial

Mechanical:

* Sections: 8

* Positions: 3

* Circuit: See Contact Table and Stator Diagram
* Nonshorting Operation

* Indexing: 45° positive detent

* Rotational Life: 65,000 operations

Materials and Finishes:

* Rotors and Stators: Thermoset Plastic, UL 94VO
* Rotor contacts: Phosphor bronze

* Stator contacts: Silver plated copper, screw type
* Terminal hardware: silver plated brass

* Exterior Metal: Steel with zinc chromate finish

* Knob: thermoset phenolic

2.00

I—— 125 —

HANDLE

©

R

1.00 —— [~

—11.00 |=—

— 1.09

a
A\
o

©) ©)

1.09 —
10-32

TAPPED HOLES

(MTG SCREWS PROVIDED)

?3.24 ‘

ESHALLCO

308 COMPONENTS DRIVE
SMITHFIELD, NC 27577 USA

I~ N
g|conTacTs = |§| conTACTS T
1 |OFF| 2 1 |OFF| 2
] —— P ———
tto—fl—{l—r sto—fl—i—s2
] P )
tso—{l—e1s stofl—if—ess
tsofl—{l—e sso—fl—if—ess
T | s |
T —— o ———
2te—f—]l—z sto—fl—if—e2
2} o ]
stof—]l—zs sto—f—if—ess
ssefp—]}ezs sso—fl—if—scs
ssef—i—zr ssof—i—sr
e —— P ——
sto—f—{le Ho—fl—i—r2
3 4 (e ——-
sse—fl—{las trol—{l—s
sse—fl—{l—ze rso—fl—if—re
ssof—i—er )
P — P ——
] gl =
sroff—fjso ozo—f ]2
ssof s oso—fl—if—ees
sso—fl——so sso—fl—if—eee
e soof—j—er

76208D

ESHALLED oo

DRIVE

SMITHFIELD, NC 27577 USA




