SHALLCO SERIES 26

PART NUMBER: 2658D 125VDCAXC

* INSULATION RESISTANCE: 100 MEGOHMS MIN., INITIAL

LIGHTED NAMEPLATE

(WIRE LENGHTS APPROX 20 INCHES)
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DESCRIPTION:  BREAKER CONTROL SWITCH WITH GRAY @—— = 130 WHITE O | CONTACTS | 3o 2
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MEETS REQUIREMENTS FOR 1 - 25 AMPERE SWITCHING OF BROWN @ra=——] i« ———%0 ORANGE 1
RESISTIVE LOADS TO .75 POWER FACTOR AT VOLTAGES TO leoHio17 X
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ELECTRICAL: 3 3301034 X
* RATINGS: 25A/120 VAC prow HANDLE 370-4HHH038| X
15A/600 VAC 4 4104042 XX
B\ 3\ ) 20A/600 VAC (RESISTIVE) 4501 —F046 XX
Ce 3A/125 VDC © 5201053 XX
1A/250 VDC 5 XTX
* CURRENT CARRYING CAPACITY: 25 AMPERES 5604057
* DIELECTRIC WITHSTANDING VOLTAGE: 2200 VRMS 6 s1od—iFosz| |X|X
* CONTACT RESISTANCE: INITIAL, 10 MILLIOHMS MAX. es01—ross| |X|X

MECHANICAL:

* SECTIONS: 6

* POSITIONS: SEE CONTACT TABLE

*DETENT TYPE: DECKS 1 -4 SPRING RETURN WITH PULL TO LOCK
IN EXTREME COUNTER-CLOCKWISE POSITION.
DECKS 5 AND 6 DETENTED SLIP CONTACTS

* INDEXING: 45°

* ROTATIONAL LIFE: 65,000 OPERATIONS

MATERIALS AND FINISHES:

*ROTORS AND STATORS: THERMOSET PLASTIC, UL 94VO
*ROTOR CONTACTS: PHOSPHOR BRONZE

* STATOR CONTACTS: SILVER PLATED COPPER, SCREW TYPE
* TERMINAL HARDWARE: SILVER PLATED BRASS

* EXTERIOR METAL: STEEL WITH ZINC CHROMATE FINISH

* KNOB: THERMOSET PHENOLIC
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