|=— 2.000 li

JA

LOCK OUT xmr><@

1.19

MOUNTING SCREWS
10-32 X 9/16

DESCRIPTION

7608H

HSHALLLCD

308 COMPONENTS DRIVE
SMITHFIELD, NC 27577 USA

TERMINAL SCREWS
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PART NUMBER 7608H

SPECIFICATIONS:
NO. OF POSITIONS: 2, TRIP AND RESET
NO. OF SECTIONS: 8
CONTACTS: 2 NORMALLY OPEN
2 NORMALLY CLOSED
PER DECK
ACTION: 45° POSITIVE TRIP DETENT
STATIONARY CONTACTS : SILVER OVER COPPER
NAMEPLATE: AS SHOWN

COIL SPECIFICATIONS:
OPERATING VOLTAGE: 250 VDC
THRESHOLD VOLTAGE: 140 VDC
OPERATING RANGE: 180 - 280 VDC
CURRENT AT RATED VOLTAGE: 2.4

THIS LOCK-OUT RELAY IS SUPPLIED WITH A
MECHANICAL DELAY CALIBRATED FOR TRIP
OPERATION AT 180 VDC WITH A THRESHOLD
OF 140 VDC (WILL NOT OPERATE AT 140 VDC).

ELECTRICAL RATINGS:
25 A/120 VAC

15 A/600 VAC

20A/600 VAC (RESISTIVE)

3 AI125VDC S |K
@ ®

1 A/250 VDC
OVERLOAD CURRENT (50 OPERATIONS):
95 A/120 VAC
65 A/240 VAC
35 A/600 VAC
DIELECTRIC STRENGTH: 2200 VRMS
INSULATION RESISTANCE: 100 MEGOHMS INITIAL

CONTACT RESISTANCE: 10 MILLIOHMS MAX. INITIAL
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